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W doświadczeniu polowym badano wpływ ścieków z zakładu "Polska Żywność SA" w Olsztynku w dawkach 25, 100, 150 i 200 t.ha-1 na plonowanie jęczmienia jarego odmiany Rodos. Powstające w procesie produkcji ścieki pod względem zawartości składników nawozowych były zbliżone do ścieków z innych zakładów przemysłu rolno-spożywczego. Z trzech podstawowych składników nawozowych zawierały one najwięcej potasu, a z znacznie mniej fosforu i azotu. Na glebie średnio zwięzłej najkorzystniej na plon ziarna i słomy jęczmienia działały dawki 25 i 50 t ścieków na hektar. Zwyżki plonu ziarna jęczmienia przy tych dawkach wynosiły odpowiednio 48 i 55 % w stosunku do obiektu bez nawożenia ściekami. Dalszy wzrost dawek ścieków nie zwiększył plonu ziarna i słomy jęczmienia, a nawet częściowo go obniżał. Przy  wysokich dawkach ścieków przypuszczalnie nastąpiło zachwianie równowagi powietrzno-wodnej w glebie, co w konsekwencji odbiło się ujemnie na plonie jęczmienia. Ścieki nie wywierały wpływu na zawartość białka ogółem w ziarnie jęczmienia, ale pod  wpływem dawek 25 i 50 t.ha-1 wystąpił znaczny wzrost zawartości tego składnika w słomie wynoszący maksymalnie 48%.
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In the field trial the effects of sewage water from vegetable and fruit processing plant “Polska Żywność” Ltd in Olsztynek in the following rates of 25, 100, 150 and 200 t.ha-1 on yield of spring barley cv. Rodos. Chemical properties of sewage water are typical for this branch of food industry. Analysing content of three essential macronutrients it appeared that sewage contained more potassium comparing with phosphorus and nitrogen. Under the conditions of barley growing on soil of medium silt and clay content the best results in terms of grain and straw were achieved when rates of 25 and 50 t.ha-1 were applied. Yield increase was 48 and 55% in relation to untreated control, respectively. Further increase of sewage rate did not enhance grain and straw yield and even some reduction was observed. Under the conditions of high rates of sewage water application air-water balance of the soil was disturbed what might result in yield reduction. Treatment with sewage water did not affect protein content in barely grain but under effects of 25 and 50 t.ha-1 sewage application marked nitrogen increase in straw ranging to 48% was observed.

